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Pinnacle Series

CLAD CASEMENT

SECTION DETAILS : OPERATING / STATIONARY

SCALE: 3" = 1'-0"
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PICTURE

Pinnacle Series

CLAD CASEMENT

SECTION DETAILS : PICTURE

SCALE: 3" = 1'-0"

JAMBS

HEAD JAMB & SILL
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Pinnacle Series

CLAD CASEMENT

SECTION DETAILS : CASING OPTIONS

SCALE: 3" = 1'-0"

CLAD BRICKMOULD CASING

WITH OPTIONAL J-CHANNEL COVER

HEAD JAMB & SILL WITH

CLAD BRICKMOULD CASING

HEAD JAMB & SILL WITH

 CLAD WILLIAMSBURG CASING
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Pinnacle Series

CLAD CASEMENT

SECTION DETAILS : MULLIONS

SCALE: 3" = 1'-0"

HORIZONTAL MULLION

STATIONARY/OPERATOR

VERTICAL MULLION

OPERATOR/PICTURE

VERTICAL MULLION WITH

2" SPREAD MULL

ADDITIONAL WIDTHS INCLUDE:

2 1/2", 4" & 6"

VERTICAL MULLION

OPERATOR/OPERATOR
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Pinnacle Series

CLAD CASEMENT

SECTION DETAILS : CONSTRUCTION

SCALE: 2" = 1'-0"

HEAD JAMB & SILL

2 X 6 FRAME WITH SIDING

JAMBS

2 X 6 FRAME WITH SIDING

HEAD JAMB & SILL

2 X 4 FRAME WITH STUCCO

JAMBS

2 X 4 FRAME WITH STUCCO
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Pinnacle Series

CLAD CASEMENT

SECTION DETAILS : CONSTRUCTION

SCALE: 2" = 1'-0"

HEAD JAMB & SILL

2 X 4 FRAME WITH BRICK VENEER

JAMBS

2 X 4 FRAME WITH BRICK VENEER

HEAD JAMB & SILL

8" CONCRETE BLOCK WALL

WITH BRICK VENEER

JAMBS

8" CONCRETE BLOCK WALL

WITH BRICK VENEER
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Pinnacle Series

CLAD CASEMENT

SECTION DETAILS : 30/45 DEGREES BAY

SCALE: 2" = 1'-0"

30 DEGREE BAY

45 DEGREE BAY
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